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     FEATURES
  

� � � � �  TECHNICAL SPECIFICATIONS
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�2�0�0�8�-�2� �e�l�e�c�t�r�o�s�e�c �P�a�g�e�s� �1�/�2 

GREEN            

PURPLE   

WHITE       

YELLOW          

GRAY          

BLUE       

BLACK

RED             

Don’t use.

Relay Output(Normally Close)

(-) GND.

(+) 12 Vdc.

Don’t use.

Don’t use.

Relay Output(Normally Open)

Relay Output(COMMON)

      CONNECTION CABLES
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If the power supplier 
is DC �must be used 
1N4007 diode 

12 Vdc.
ADAPTER



AC-03P USER’S GUIDE
 

INSTALLATION & PROGRAMMING

DOOR OPENNING

CHANGING THE DOOR OPENNING DURATION

CHANGING USER CODE

CHANGING MASTER CODE

1    2    3     4    5

 

ON               DIP

1 2 3 4

ACCEPT VOICE

5 6 7 8

ACCEPT VOICE�#� �X�X�X�X �1 ACCEPT VOICE �1�-�0 ACCEPT VOICE

5 6 7 8
ACCEPT VOICE�#� �X�X�X�X �2 ACCEPT VOICE �X�X�X�X ACCEPT VOICE �X�X�X�X ACCEPT VOICE

5 6 7 8
ACCEPT VOICE�#� �X�X�X�X �3 ACCEPT VOICE �X�X�X�X ACCEPT VOICE �X�X�X�X ACCEPT VOICE
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